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INNOVATIVE FEATURES

> WaveLab

  ADVANCED FLEXIBILITY

• Standard conveyance – Ability to run on  
conventional wirelines. 

• Deployable in any borehole  – Equipped with 
fail safe anchoring arms, tools can be run in 
open or cased hole.

  IMPROVED PRODUCTIVITY

• High Speed telemetry - Auto adaptive telemetry 
for optimized data transmission
up to 4 Mbits/s uplink.

  SERCEL RELIABILTY

• High Robustness - corrosion free titanium bodies.
• Reliable connections - coaxial intertool cables to 

minimize the number of downhole connections. 
• Comprehensive testing – Production screening 

and fi nal qualifi cation in a real well. 

Today’s major challenges for downhole seismic acquisition include 
3D and 4D imaging around deeper wells and permanent reservoir 
monotoring in production/injection areas. Current major constraints 
include dramatic reduction in acquisition time for cost effective 
operation in increasingly complex and harsh environments.

Since the 1970’s, SERCEL has accumulated considerable experience 
with VSP tools based on proven and successful technologies.

GeoWaves®, SlimWave™ and MaxiWave™ systems, all offering 
real time telemetry, have been designed to address the needs of large 
VSP downhole surveys. Such surveys include challenging requirements 
ranging from cost effi ciency, time saving, reliability, large simultaneous 
channels count, high quality signals and broad frequency range.

Furthermore, the SERCEL downhole tools offer the major advantage of 
being operated using a single surface acquisition and monitoring system, 
WaveLab with WaveControl and Tools Pilot software, providing full 
testing capabilities during deployment and acquisition to accompany 
the success of its customers operation.

> SlimWaveTM> GeoWaves® > MaxiWaveTM
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 IMPROVING EFFICIENCY
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